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(54) yCTPOflCTBO AHA PEMOHTA OBCAA* 
HOPl KOJIOHHbl TPYB B CKBAXMHE 

(57) M306peTeHne othocmtcb x He<|>TeAOOUB3- 
•ouleA npoMuiuneHHOCTM m npeAH83H3««eHO 
Ana 6ypeMM» m 3iccnny3T3UHM boa«hux. He<t>- 
tbhux m raaoBwx ckbsxihh. Uenb - noBumeHMe 
MaAexKOCTM ycrpoftcTBa b paooTe aa cmct ooec- 
neMeHMB bo3moxchoctw eMMMOAeACTBwx nna- 
ctuph c ynopMMM naTpy6KOM Ha bccm iu»xne 
ycTaHOBKM nnacTupn. fl/m axoroynopHuA nsT- 

DV 60K MMB6T AWHy HC MCH©8 A«HHbl nnSCTU- 

pi. naTpy6ou coabpxcmt yaen 4>hxc3i»mm. bu- 



noiiHeHHUft a bmao pacnonoxceHHoro a hmx- 
H eA nonocTO xopnyca cerrops c 3y6M3ToA hs- 
cesxoA. ceKTODOB c 3y6iaToa HsceixoA. pac- 
nofloxceHMUx b npoAonbHoA nnocxocro Ha hs- 
pyxcw>A noaepxHOCTM nonoro uitoxs Ha pac- 

CTOBHMflX OAMH OT APy«>rO. D3BHUX P a60MCMy 

xoAy nopumeA nonoro uiTOxa. m pacnonoxceH- 
hux Ha ynopHOM n3Tpy6xe cexTopoa c 3y6Ma- 
xoA HaceMKOA. Oamh cexxop c ayoMaroA nace*- 
koh pacnonoxteM Ha BHyTpeHHeft noBepxHOcm 

B BepxHen 13CTM ynopHoro n3Tpy6xa c aoa- 
woxcHOCTbio ♦wxcauiiM ho cexTopax nonoro 
uiTOxa npw pa60MeM xoao nocneAHero. Oc- 
xanbHue cexTopu ynopHoro naTpy6xa pacno- 
zioxceHU Ha HapyxcHOA noBepxnocni nocneA- 
Hcro nocncAOBaTeiibHO b npoAonbHoA nnocxo- 
ctm Ha paccTOBHiwx oahh ot APyroro. P3BHUX 
paooseMy xoa? nopuiHeA nonoro iutohi. c Boa- 
moxchoctmo nooMepeflHoA <t>Mxcai»«* Ha cex- 
topo xopnyca npn occbom nepeMemerfHM 
noweAHero. npeAnaraeMoeycTpoflCTBO o6ec- 
nBSMBaoT ycTanoBity nnacnapa b npn3a6o&- 

H0A 30H6 M B 06caAHWX KOn 0 HH3X ManblX 

TMnopa3HepoB. 4 un. 



M3o6peTeHne othocwtcb k He$TeAo6uBa- 
tomeft npOMbiiuneHHOCTM. b mscthoctm k Gype- 
hwo h axcnnyaTauMM boa»hux. hc^tuhmx m 
ra3 OBUx cxsaxtMH a«» ycTaHOBXM MeTannvwe- 
ckmx nnacrupe* b cxBaxctwax c uenbo Boccra- 

KOBfleHMR reOMeTWMHOCTH OOCaAHMX KOilOHH. 

h moxcct 6«Tb wcnonb30B3Ho a"x- pacnpeccoa- 
kh nnscuipeA a otkpwtom cxaone cxBaxowu c 
uenbo msowiumh OTAenbHbix yttCTKoa craona 
npw 9opb6e c o6B3n3MM. nornomeMMBMM. ano- 

ManbHUMM A3BnCHMXMM H T.A- 



Uenbio too6poT6HHA BBnaeTCB noauuie- 

HM6 H3A6XCHOCTH paOOTU yCTpOftCTBS nyTCM 

oGecneseHMA bosmoxchoctm b33 hm oac Act bm h 
ruiacTupa cyoopHMM narpy6xoM Ha aceM u«x- 
ne ycrsHOBKM nndcrupa. 

Ha >«r. 1 npeACTawieHO ycrpoAcTBO » 
TpaHcnopTMOM nonoxceHMM. o6mwA bma: Ha 
♦nr. 2 - to xce. nocne nepaoro xoAa ctwoBbix 
" rMApasfliwecxMX uimmhapob: na <t>wr. 3 - to 
xce nocne BoaBpaTacMnoBiixrMApaanHMecKMX 
mwMHApoB a nepBOHa^anbHoe nonoxceHMe: hb 
♦wr. 4 - paapes A-A hb 4>»<r. 1. 
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4. M KcauMM Ha ccmope xopnyca ripn oceoOM 
nepeMeiueMMM nocneAMcro- 
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(54) A DEVICE FOR DOWNHOLE 
REPAIR OF CASING 

(57) The invention relates to the oil 
production industry and is designed for 
drilling and operation of water, oil, and 
gas wells. The aim is to improve the 
reliability of the device in operation by 
ensuring that the patch can engage the 
support sleeve over the entire patch 
placement cycle. For this purpose, the 
support sleeve has a length no less than 
the length of the patch. The sleeve 
contains a locking assembly, 



implemented as a toothed sector disposed 
in the lower cavity of the body, toothed 
sectors disposed in the longitudinal plane 
on the outer surface of a hollow rod with 
spacing between them equal to the 
working travel of the piston of the hollow 
rod, and toothed sectors disposed on the 
support sleeve. One toothed sector is 
disposed on the inner surface in the upper 
part of the support sleeve so that it can 
lock on to the sectors of the hollow rod 
during the working travel of the latter. 
The remaining sectors of the support 
sleeve are disposed successively on the 
outer surface of the latter in the 
longitudinal plane, spaced at a distance 
equal to the working travel of the piston 
of the hollow rod, so that they can 
successively lock onto the sector of the 
body during axial displacement of the 
latter. The proposed device makes 
possible placement of a patch in the 
critical zone and in small-bore casings. 4 
drawings. 
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The invention relates to the oil production industry, in particular to drilling and 
operation of water, oil, and gas wells for downhole placement of metal patches with the aim 
of restoring leaktightness of casings, and may be used for pressing patches in an open 
wellbore with the aim of isolating individual sections of the wellbore to control caving, lost 
circulation, pressure anomalies, etc. 
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The aim of the invention is to improve the reliability of operation of the device by 
ensuring that the patch can engage the support sleeve over the entire patch placement cycle. 

Fig. 1 shows a general view of the device in the run-in position; Fig. 2 shows the same, 
after the first stroke of the heavy-duty hydraulic cylinders; Fig. 3 shows the same, after return 
of the heavy-duty hydraulic cylinders to the initial position; Fig. 4 shows the A — A section in 
Fig. 1. 
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The device for downhole repair of a casing (Fig. 1) consists of a hollow body with 
heavy-duty hydraulic cylinders mounted successively therein, hollow rod 1, telescopically 
mounted in the cavity of the body and with pistons that are disposed in the hydraulic cylinders, 
patch 3, coring head CH, support sleeve 2 which is telescopically mounted in the lower 
portion of the cavity of the body and has toothed sectors, one of which (B) is disposed on the 
inner surface in the upper part of the support sleeve and the remaining ones are disposed 
successively in the longitudinal plane on the outer surface of the support sleeve, with spacing 
at distances equal to the working travel of the piston of the hollow rod. The length of the 
support sleeve must be no less than the length of the patch. 

The support sleeve has an assembly for locking it, implemented so that the support 
sleeve can alternately lock onto the body and the hollow rod, in the form of toothed sectors 4, 
disposed successively in the longitudinal plane on the outer surface of the hollow rod and 
spaced at distances / equal to the working travel of the piston of the hollow rod, for locking 
the support sleeve during the working stroke of the hollow rod, and toothed sector C, 
disposed in the lower part of the cavity of the body, to allow for successive engagement with 
the sectors of the support sleeve during axial displacement of the body. 

The body of the device is secured in the upper part to work string 5 for lowering the 
device into string 6. Sectors B and C are disposed in windows 7 of races 8, freely move in the 
windows, and are compressed by flat spring 9. 

The device operates as follows. 

The device is lowered, on work string 5 made up from tubing, to the location of the 
damage to casing 6. After lowering to the specified depth, excess pressure is created in the 
device by a surface pumping unit. The working fluid is delivered through string 5 and channels 
10 of the hollow rod to the pistons of the heavy-duty hydraulic cylinders. 

The pistons of the hydraulic coring head begin to move, expanding patch 3 within 
length /, equal to the travel of the pistons of the heavy-duty hydraulic cylinders (Fig. 2), where 
sectors B of the support sleeve engage sectors 4, after which the pressure is released and 
string 5 is lifted to height /, the travel of the pistons of 
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the heavy-duty hydraulic cylinders (Fig. 3). Then support sleeve 2 remains in position, since it 
is locked by sectors C. 

The device is ready to carry out the next work stroke with locking of the patch. The 
number of work strokes and accordingly the number of sectors 4, and also the number of 
sectors on the outer surface of support sleeve 2, are determined from the relationship 

L 

where n is the number of work strokes; 
L is the length of the patch; 

/ is the travel of the pistons of the heavy-duty hydraulic cylinders. 
The device makes it possible to place a patch in the critical zone and in small-bore 
casings (140 mm, 146 mm). 
Claim 

A device for downhole repair of casing, including a work string, a hollow body rigidly 
connected thereto with hydraulic cylinders mounted successively on the body, a hollow rod 
telescopically mounted in the body with pistons disposed in the hydraulic cylinders of the 
body, a support sleeve telescopically mounted in the lower part of the cavity of the body 
together with its locking assembly, said locking assembly being implemented so that the 
support sleeve can be alternately locked onto the body and the hollow rod, a hydraulic coring 
head disposed under the body and rigidly connected with the hollow rod, a patch mounted 
between the coring head and the support sleeve, distinguished by the fact that, with the aim of 
improving the reliability of operation of the device by making it possible for the patch to 
engage the support sleeve over the entire patch placement cycle, the support sleeve has a 
length no less than the length of the patch, and the locking assembly of the sleeve is 
implemented as a toothed sector on the outer surface that is disposed in the lower part of the 
cavity of the body, toothed sectors disposed in the longitudinal plane on the outer surface of 
the hollow rod and spaced at distances equal to the working travel of the pistons of the hollow 
rod, and toothed sectors disposed on the support sleeve, one of the latter being disposed on 
the inner surface in the upper part of the support sleeve so that it can lock onto sectors of the 
hollow rod during the work stroke of the latter, and the remaining sectors of the support 
sleeve being disposed successively on the outer surface of the latter in the longitudinal plane, 
spaced at distances 
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equal to the working travel of the pistons of the hollow rod and able to successively 
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lock onto the sector of the body during axial displacement of the latter, 
[figure under columns 5 and 6] 

[see Russian original for figure] 
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CH (coring head) 



Fig. 1 
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[see Russian original for [see Russian original for [see Russian original for 
figure] figure] figure] 
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